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Quick-snap  i s  an Austra l ian manufactured a lumin ium batten system des igned for  arch i tectura l 
wal l ,  ce i l ing and façade appl icat ions.

The two-par t  system cons ists  of  a  fu l l  length concealed f ix ing base and snap-on batten prof i le , 
c reat ing c lean l ines  wi th  concealed f ix ings and s impl i f ied insta l lat ion .

Sui table  for  both internal  and external  env i ronments ,  Quick-snap of fers  des ign f lex ib i l i t y  across 
res ident ia l ,  commerc ia l  and industr ia l  pro jects .

Manufactured f rom premium 6060 T5 alumin ium,  the system del ivers  long-term durabi l i t y, 
d imens ional  stabi l i t y  and low ongoing maintenance .

Avai lab le  in  a range of  prof i les ,  f in ishes and custom lengths.

Why Ducani.  Whi le  many a lumin ium batten suppl iers  of fer  standardised products ,  Ducani 
combines Austra l ian manufactur ing ,  pro ject  co l laborat ion and pract ica l  va lue engineer ing 
to  de l iver  ta i lored arch i tectura l  so lut ions.  Our abi l i t y  to  customise prof i les ,  f in ishes and 
conf igurat ions,  prov ide respons ive loca l  suppor t ,  ass ist  wi th  bu i ldabi l i t y  and of fer  shor ter  lead 
t imes g ives  arch i tects ,  des igners  and bui lders  greater  f lex ib i l i t y  throughout  the pro ject  l i fecyc le . 
From ear ly-stage des ign ass istance through to pro ject  de l ivery,  Ducani  works  c lose ly  wi th  c l ients 
to  create ref ined,  commerc ia l ly  pract ica l  outcomes that  balance aesthet ics ,  per formance and 
ef f ic iency.
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Inspired by Austral ian Species ,  the Quick-snap range captures  the warmth and character  of 
natura l  t imber  whi le  de l iver ing the per formance advantages of  a lumin ium. 
 
Advanced subl imated woodgrain f in ishes prov ide the appearance of  t imber  wi thout  the ongoing 
maintenance assoc iated wi th t radi t ional  hardwood appl icat ions. 
 
Designed for Austral ian condit ions ,  our  coat ing system of fers  exce l lent  res istance to  UV 
exposure ,  coasta l  env i ronments  and temperature var iat ion ,  making i t  su i table  for  demanding 
exter ior  appl icat ions.

30mm x  30mm 30mm x  50mm 30mm x  75mm 30mm x  100mm

150mm x  2 5mm 50mm x  2 5mm 50mm x  50mm 40mm x  80mm

50mm x  100mm 50mm x  150mm 50mm x  200mm 150mm jo ine r
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Weste rn  Aust ra l i a  Mar r i

Timberlook finishes 
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Murray  Rive r  Redgum South  Aust ra l i a  Pop la r Batesmans  Bay  Turpent ine

Weste rn  Aust ra l i a 
Peppermint  Gum

Gipps land  Vic to r ian  Ash Nor fo l k  Is land  Red  Cedar Aust ra l i an  Coasta l 
Dr i f twood

Weste rn  Aust ra l i a  Jar rah Char red  Si l ve r top  Ash Coasta l  NSW Ta l l owwood Tasman ian  B lack  Hear t 
Sassa f ras

Weste rn  Aust ra l i a  Ye l l ow 
Ting le

SE Vic to r ian  Snowgum Tasman ian  Huon  Pine Yar ra  Va l l ey  Ba l sam

Weste rn  Aust ra l i a  B lackbu t t Queens land  Spot ted  Gum Cent ra l  Vi c to r ian  I ronbark Tasman ian  B lackwood

East  G ipps land  Wormy 
Chestnu t

Nor the rn  Queens land  Kwi la Old  Growth  Tas  Oak Weathe red  Ye l l owbox
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Anodised-look, Redefined.  Our Electro™ range ach ieves the e legant  appearance of  anodised 
meta l ,  w i th  a l l  the advantages of  advanced powder  coat ing :

Extens ive se lect ion of  pear lescent  and meta l l i c  tones,  inc lud ing brass ,  bronze ,  and copper.

Subt le  co lour  sh i f ts  that  respond to changing l ight  condi t ions,  adding dynamic depth to  facades 
and feature e lements .

Uni form appl icat ion across  mul t ip le  meta l  substrates ,  ensur ing cons istency throughout  your 

pro ject . 

 
Sustainabil ity & Green Premium.  Chlorate- f ree pre- t reatment  process ,  reduc ing 
env i ronmenta l  impact  whi le  maximis ing adhes ion and corros ion res istance .

Use of  Dulux GreenTag™ GreenRate Leve l  A cer t i f ied powders ,  suppor t ing green bui ld ing rat ings 
and env i ronmenta l  stewardship.

Natu ra l  S i l ve r  Kinet i c Br i l l i ance  Kinet i c Fresh  Go ld  Kinet i c Go ld  Pear l  Kinet i c

Sensa t iona l  Champagne 
Kinet i c

Med ium Bronze  Kinet i c New Copper  Kinet i c Pa le  Bronze  Kinet i c

Venerab le  Si l ve r  Kinet i c Dark  Bronze  Kinet i c Burn i shed  Copper  Kinet i c Aged  Brass  Kinet i c

Electro Anodised-look Range
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Quick-snap battens are made to order and are also avai lable in a wide range of Dulux and 
Interpon powder coat f in ishes,  inc luding premium subl imated woodgrain coat ings.   If  you 
don't  see a f in ish you l ike in our standard range,  ta lk to us about alternat ives and matching.  

Chemical Resistance & Site Protection

Alumin ium f in ishes should be protected f rom contact  wi th  aggress ive chemica ls  inc lud ing 
hydroch lor ic  ac id ,  phosphor ic  ac id ,  b leach and ac id ic  t i le -c leaning products .

Concrete  res idue ,  adhes ives  and grout  mater ia ls  should be removed prompt ly  to  avo id sur face 
damage or  corros ion .

Fire Compliance 

Quick-snap prof i les  have been tested to  AS 1530.1  and AS 1530.3 and are c lass i f ied as non-
combust ib le .

• 	 Two p iece batten systems 

• 	 Inter lock ing c ladding opt ions 

• 	 Match ing t r ims and accessor ies 

• 	 Woodgrain and so l id  co lour  f in ishes 

• 	 Concealed bracket  system for  c lean l ines 

• 	 Lightweight  and low-maintenance 

• 	 Austra l ian Made

At a glance

Warranty backed performance.  Al l  systems are appl ied by Dulux Accredi ted Powder 
Coaters ,  un lock ing :  Alumi  Shie ld™ and Stee l  Shie ld™ warrant ies  for  long-term assurance on 
recommended substrates  and pro ject  types.

Conf idence in  f in ish qual i t y,  UV res istance ,  and durabi l i t y  for  years  to  come.
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This manual is intended as a guide only and may not cover specif ic scenarios.  Seismic design must be considered 
before ordering. Any project specif ic engineers reports supercedes the general information contained within this 
guide. Contact Ducani for project specif ic assistance.

This guide does not take into consideration site specif ic condit ions as wel l  as any local and state regulations.

Instal lat ions must be carr ied out by qual i f ied and experienced contractors,  applying their trade knowledge.

Installation & Fixing
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What is a Two-Part Aluminium Batten System?

A two-part batten system typical ly consists of:

1 . 	 Mounting base plate or Inner — this attaches to the substrate (wal l ,  cei l ing, framing).

Batten cover or snap-on profi le — this “snaps” into the base plate, hiding the f ix ings and giving a clean f inish. 
 

 
 
Pre-installation Considerations 
 
Before start ing, i t 's cr it ical to plan and prepare properly.  Common pre-instal lat ion checks include:

•	 Inspect materials on delivery: Check for defects,  damage from transit ,  correct lengths, f inishes, end-caps, 
verify quantit ies to order.

•	 Verify fixing surface readiness: The wall  or cei l ing surface must be f lat ,  plumb, level ,  and strong enough to 
carry the battens and associated wind / load forces.

•	 Refer to structural & wind loads: Depending on your location (wind zones, height) ,  the f ix ing spacing and 
batten span l imits wi l l  change.

•	 Consider movement:  Aluminium wil l  expand/contract with temperature; al low suitable expansion gaps where 
necessary (ends, joints) .

•	 Locate penetrations/services:  Plan around windows, doors,  ut i l i t ies,  terminations, and f lashings.

•	 Use correct tools & PPE:  Safety glasses, g loves, masks for cutt ing, levels,  laser,  screw guns, etc . 
 
Fai lure to fol low instructions may void warranties.  
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General Installation Steps 
 
Step Description / Notes

1. Set out & spacing centres Ensure f ix ing surface is plumb, sol id and can withstand weight & 
f ixing requirements.

Using laser,  tape measure, mark out required batten spacings 
according to project drawings. 

For instal lat ions requir ing subframes refer to f ix ing tables
2. Acoustic Take in to consideration any acoustic requirements.

3. Fix the base plate	 Secure the base plate to the surface using appropriate fasteners 
(screws, anchors,  etc) .  Ensure they are plumb and al igned. 

4. Place batten cover Snap profi les onto the base plates. The cover conceals the screws 
& f ixing elements. 

If  your intent is concealed f ix ,  and ther is no bottom support e.g. 
angle aluminium for the battens to sit  on, you must use appropriate 
commercial ly avai lable si l icone on the inside of the batten cover 
and base plate. 

Apply beads approximately 300mm up from bottom and 300mm 
down from top on boths sides of the batten cover before snapping 
on. This wi l l  assist in holding battens in place when expanding and 
contracting occurs. 

5. Fix end terminations & closures Use end caps, corner tr ims, f lashings to neatly f inish edges.

Apply commercial ly avai lable si l icone to secure end-caps 

6. Inspect alignment & finish 	 Check vert ical / horizontal al ignment , that covers are ful ly 
engaged. Make adjustments early i f  needed.

7. Seal or flash penetrations Around windows, doors,  services, ensure proper weather seal ing.

	  
 
Tips & Best Practices 
 

Start from a reference l ine or datum to ensure your battens al ign straight . 

Work from bottom up (for vert ical appl ications) ,  engaging covers as you go. 

Always ensure the f ix ing surface is sol id and can take the loads, and rectify any out-of-plumb or irregularity before 

instal l ing. 

Maintain tolerance gaps for thermal movement . 

Use correct fastener types (stainless steel ,  corrosion resistant) and lengths to penetrate substrate adequately. 

Keep parts dry,  protected during construction, and avoid scratching the f inish.
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FIXING INTO METAL STUD WALL

Wind Region A Wind Region B Wind Region C

Steel stud
0.55BMT

2 No. Buildex
#12-14 Metal Teks
at 2050mm centres

2 No. Buildex
#12-14 Metal Teks
at 1250mm centres

2 No. Buildex
#12-14 Metal Teks
at 800mm centres

Steel stud
0.75BMT

2 No. Buildex
#12-14 Metal Teks
at 2750mm centres

2 No. Buildex
#12-14 Metal Teks
at 1700mm centres

2 No. Buildex
#12-14 Metal Teks
at 1100mm centres

Steel stud
1.2BMT

2 No. Buildex
#12-14 Metal Teks
at 2750mm centres

2 No. Buildex
#12-14 Metal Teks
at 1700mm centres

2 No. Buildex
#12-14 Metal Teks
at 1100mm centres

FIXING INTO CONCRETE STUD WALL

Wind Region A Wind Region B Wind Region C

Concrete
≥Grade N25

Hilti HUS-HR 8 Anchors at 
3100mm centres

Hilti HUS-HR 8 Anchors at 
1950mm centres

Hilti HUS-HR 8 Anchors at 
1300mm centres

FIXING INTO TIMBER STUD WALL

Wind Region A Wind Region B Wind Region C

F7 Timber stud Pine 2 No. Buildex
#12-11 BattenZips
Screws at 2750mm centres

2 No. Buildex
#12-11 BattenZips
Screws at 1700mm centres

2 No. Buildex
#12-11 BattenZips
Screws at 1100mm centres

F7 Timber stud Hardwood 2 No. Buildex
#12-11 BattenZips
Screws at 2750mm centres

2 No. Buildex
#12-11 BattenZips
Screws at 1700mm centres

2 No. Buildex
#12-11 BattenZips
Screws at 1100mm centres

Fixing Tables
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Handling and Storage

As wi th a l l  pre- f in ished sur faces products  must  be handled wi th due care -  work  areas must  be c lean and 
abras ive sur faces should be avo ided to prevent  scratch ing .  Products  should be carefu l ly  l i f ted and not  dragged 
a long other  sur faces.  Products  should be stored indoors  in  an area protected f rom di rect  sun l ight  and f ree 
f rom moisture .  Panels  should be stored face to  face wi th protect ive  pack ing mater ia l  between the faces.  Packs 
should be evenly  suppor ted ,  and suppor ts  should be ver t ica l ly  a l igned at  600mm max centres  where mul t ip le 
packs are stacked.

Cleaning and Maintenance

Clear  Coat ,  Powder  Coated,  Painted and Pre- f in ished Sur faces

Mainta in ing your  Quick-snap product  requi res  l i t t le  e f for t .  Genera l  c leaning is  best  carr ied out  us ing a sof t 
br ist le  brush ,  damp c loth or  sponge wi th a mi ld  non-abras ive household detergent ,  fo l lowed by a thorough 
r inse wi th c lean water.  This  he lps  remove accumulated sa l ts ,  dust ,  and env i ronmenta l  po l lutants  that  can 
otherwise compromise the long-term per formance of  the powder-coated sur face .  Harsh env i ronments  requi re  
a  more f requent  maintenance schedule .  Abras ive c leaning chemica ls  or  st rong so lvents  must  not  be used. 
Fol low labe l  inst ruct ions on the c leaning agent  bott le .  Always test  in  a smal l  obscure area f i rst .

Warranties

Quick-snap systems are bu i l t  to  de l iver  premium per formance wi th min imal  upkeep,  backed by industr y- leading 
warrant ies  for  long-term peace of  mind.  Mainta in ing warrant ies  requi res  a regular  maintenance schedule .

Batten prof i les  are pre- f in ished wi th a durable ,  e lect rostat ica l ly  appl ied powder  coat  us ing advanced 
preparat ion techniques and cutt ing-edge appl icat ion technology.

This  h igh-per formance f in ish is  one of  the most  res i l ient  sur face t reatments  avai lab le  of fer ing super ior 
res istance to  weather ing ,  UV exposure ,  ch ipping ,  and fading .

Unl ike  t imber,  Quick-snap requi res  no ongoing paint ing ,  sta in ing ,  or  sea l ing .  With just  a  s imple ,  regular 
maintenance rout ine ,  your  a lumin ium battens wi l l  reta in  the i r  f in ish and st ructura l  integr i ty  for  years—no 
matter  the env i ronment . 

Care and Maintenance



S c r i b b l e :
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Ducani is an Australian 
manufacturer of architectural 
lining and batten systems 
for commercial and 
residential applications. 
 
We work closely with 
architects, designers, builders 
and joiners to deliver practical, 
design-driven solutions 
that balance aesthetics, 
performance and buildability. 
 

From decorative battens and feature linings to customised 
façade systems, Ducani combines manufacturing 
capability with responsive project support and value-
engineered outcomes.

WHAT       
W E                
D O

Ducani 
1300 620 671 | ducani.au

sales@ducani.au 
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